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3951 Development Dr., STE 5
Sacramento, CA 95838
Toll Free: 888-232-8566
Email: info@packntec.com
Website: www.packntec.com

ROBOTIC PALLETIZER ULTRASONIC CLEANING

WEIGH FILLING MACHINE HEAT SLEEVE SHRINK
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2019 manufactured and installed 
at Fresno Raisin Grower
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POSITION 
SENSOR 

robotic hand 

pallet
dispenser

pallet 
roller 
conveyor

robotic palletizer
speed: 15-20 cartons/min
equipped with optimal grippers
pallet dispenser
roller conveyor 18.74” l
safety cage
power: 220v/3p/60hz or 480v/3p/60hz
foot print: 97.26”x97.26“
radius: 106.14”
max pallet height: 98.42“
max pickup load: 352lbs
cantilever robotic arm:
      SWITZERLAND ABB
      GERMAN KUKA
      JAPAN KAWASAKI 
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ultrasonic Cleaning Tank
2019 manufactured and installed at 

Beef Jerky processing plant and Snap Peas Facility

Material: stainless steel 14 gauge
Ultrasound frequency: 23khz
Ultrasonic transducer: 40-90 pcs or custom
Voltage: 2.0-9.0kw and adjustable
Heated tank up to 176 f
Volume: 158 gallon
Pressure wash safe
Drain outlet with filter to clean
Drain takes 6 minutes
Foot level mount roller
Power: 220v/3phase, 4wires/60hz
Application: jerky racks, teflon screen,
      milling extruders, produce, bakery 
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Power Control
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Drain Outlet 
1.5” diameter
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inner basket picture

33
.4

6”

54.33”

cover/lidhandle

Drain Outlet 

Additional transducers
on the side

installed tank picture

milling extruded parts picture

installed tank picture ������

Robotic Arm for Case Packing
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VERTICAL ELEVATOR FEEDING CONVEYOR

Material: stainless steel us304
Encased stainless steel motor
Food grade pp bucket or Stainless bucket
Stainless steel drive chain
Easy integration with weighing system
Pressure wash safe
Custom height
Adjustable vibration speed
Power: 220v/3phase, 3wires or 
             fit your requirement
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MULTI-HEAD WEIGHING SYSTEM

MULTI-HEAD WEIGHING SYSTEM

Material: stainless steel
Combination scale
Dimple or plain pattern available
Multi-head rotory/linear/belt scale option
Application in all variety of food/produce
Easy integration with bagger and conveyor
Easy assembly and clean
Muti-head linear option
Power: 220v/3phase, 3wires or 
             fit your requirement
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Fresno Raisins Grower Proposal
Carton Flow Equipment

l78.74”
w76.77”
H59.05” 

l70.86”
w55.11”
H71.65” 

l78.74”
w62.99”
H72.83” 

carton erector
speed: 8-10 cartons/min
bottom taping: 2-3”wide
no tape alarm
painted steel frame
stainless steel inside
50 flat cartons stack
power: 220v/single phase/
            3wires/60hz

carton liner inserter
speed: 6-8 cartons/min
painted steel frame
stainless steel inside
m type liner bag in roll
power: 220v/single phase/
            3wires/60hz

carton liner heat-sealer
speed: 4 cartons/min
painted steel frame
stainless steel inside
power: 220v/single phase/
            3wires/60hz

robotic palletizer
speed: 15-20 cartons/min
painted steel
pallet dispenser
roller conveyor 18.74” l
safety cage
power: 220v/three phase/
            3wires/60hz
including pallet dispenser/roller
conveyor(3 pallets long)

foot print: 97.26”x97.26“
radius: 106.14”
max pallet height: 98.42“
max pickup load: 352lbs
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METAL DETECTOR & CHECK WEIGHER
2019 manufactured and installed at 
Bakersfield Asian Vegetable grower

combined metal detector & check weigher

Material: stainless steel

Air or push rejector
Modbus rtu connection for realtime data
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2019 manufactured and installed 
at Sacramento Coffee Roasting company

coffee bagger & weighing solution

Material: stainless steel
Single head linear weighing 3.0 liter
Single station bagger
Speed: 15 bags/minute
Power: 220v/3p/60hz or 480v/3p/60hz
optional: date coding
                bucket elevator conveyor
                outfeed conveyor
                lazy susan rotary table
                blender with heat

19.68”

62.99”

39.37” dispensing valve
3.93” in diameter

19.68”

heated layer
up to 176 f

distance to floor

11.81”
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Fastback Conveyor & Feeder System

Material: stainless steel
Custom size to fit any application
Stainless steel encased motor
Power wash safe
Bypass safety cover or fence
Custom feeder design
Integrated with other scale or 
           sensor or feeders  
Power: 220v/3p/60hz
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Foodservice E quipment

Material: stainless steel
Pressure wash safe
Power: 220v/3phase, 3wires or 
             fit your requirement
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MULTI-BAG VERTICAL LOADER (SUPER SACK)
SUPER SACK UNLOADER
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Multi-head Filling System
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PLC Touchscreen control
Material: food grade stainless steel
Speed: 16-80 bottles/minute
Filling range: 1 - 33.81 oz (max 1000 ml)
Piston filling, variance +/-1%
Pneumatic requirement: 80 psi/4scfm
Conveyor width: 4.48”,  length: 78.74”
Power: 220v/3phase/4wires/60hz
Dimension: LxWxH=118.11”x34.25”x74.80”
Heated hopper
Integrated with any filling line or capping machine
Optional: capping machine
                   label applicator
                   heat sleeve shrink tunnel
                   case packer
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Net Bagging System

Net Bagger

Touchscreen control
Material: stainless steel chute and steel frame
Speed: 5-25 bags/minute
Weight range: 1.10 - 11 lbs

Optional:
 Mesh bag feeder
 Printed label
 Metal clippers
 Out-feed conveyor
 Lazy-susan table
 Linear combination weighing system
 In-feed Z type bucket elevation conveyor
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Pallet Wrapper Solution
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Solution for label applicator
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PLC Touchscreen control
Material: stainless steel and aluminum
Speed: 1500-3000 jars/bottles subject to label size 
             and bottle/jars size
Pneumatic requirement: 0.4-0.6Mpa
Power: 220v/single phase/60hz
Application in all kinds of bottles, trays, any shape,
                           round/hex jars, lid seal, etc.
Bottle/jar diameter range: 1.18”-3.93”   (30-100mm)
Label size range: length=1.18”-11.81”   
                                width=0.39”-6.29” 
Label roll spec: ID 3”, OD 13”
Two label applicator heads (one for body and one for lid)
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Solution for sachet/stick wrapper
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2.53ft 3.98ft

PLC Touchscreen control
Material: food grade stainless steel
Single or multi-lane VFFS
Speed: 40-60 bags/minute or more based on 
              multi-lane design
Filling range: 0.35 - 1.76 oz (max 50 ml)
                          0.01 - 0.35 oz (max 10 ml)
                          1.76 - 10.58 oz (max 300 ml)
                          or any custom volume
Piston filling or volume metric filling
Pneumatic requirement: 80 psi/4scfm
Pouch width: 5 - 100mm or custom size
Pouch length: 40 - 150mm or custom size
Power: 220v/single phase/60hz
Dimension: LxWxH=29.52”x27.55”x66.92”
Date coding is included
Empty hopper alarm
Rollstock film material: any laminated poly film
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Solution for bucket elevation
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Custom design with automated
brute bucket loader
Material: stainless steel
Pressure wash safe
Motor: stainless steel cased
Chain material: stainless steel
Bucket: food grade polypropylene or stainless
Foot level mount
Power: 220v/3phase, 4wires/60hz
Easy assembly design
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Solution for rotary/VFFS bagger

Bagger solution
Material: stainless steel 
speed: 40-50 bags/minute
VFFS/flow wrapper/rotary
Integrated with linear or multi-head scale
flexible bag or tray bagging solution
date coding
Foot level mount
Power: 220v/3phase/60hz
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BOV Inserter and Filling Solution
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Solution for depalletizer
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PLC Touchscreen control
Material: stainless steel and carbon steel
Speed: 6,000-15,000 cans/jars/bottles per hour
Pneumatic requirement: 0.6-0.8Mpa
Power: 220v/three phase/60hz
Application in all kinds of bottles, cans, jars
Integrated with any current filling line
Designed to feed the multiple filling lines
Auto-removal of pallet cardboard layer
Pallet dispenser
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ROBOTIC 
PALLETIZING
EQUIPMENT

VERTICAL 
CONVEYOR
SYSTEM

METAL DETECTOR
           AND 
CHECK WEIGHER

FASTBACK
CONVEYORS

ULTRASONIC
CLEANING
TANKS

HEAT SLEEVE
SHRINK TUNNEL

FILLING AND
CAPPING
MACHINE

PRODUCE
PROCESSING
EQUIPMENT

ROTARY
BAGGING
SYSTEM

www.packntec.cominfo@packntec.com
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